
 
 

SPECIFICATIONS 
 

DRAINAGE PIPES 

 

 
 

Size Description Roll Size (feet) 

3’’ Solid 125, 5, 300 

3’’ Perforated 125, 5, 300 

3’’ Perforated with filter 125, 5, 300 
4’’ Solid 20, 100, 250 

4’’ Perforated – small coil 100, 250 

4’’  Perforated with Filter – small coil 100, 250 

4’’ Heavy Duty 320kPa (S, PF) 250, 4000 

4’’ Heavy Duty 320 kPa (PF) 250, 4000 

6’’ Solid 20, 100, 350, 800 

6’’ Perforated 20, 100, 350, 800, 1400 
6’’ Perforated with Filter 20, 100, 350, 800, 1400 

6’’ Heavy Duty 320kPa (S, PF) Special Order 

6’’ Heavy Duty 320 kPa (PF) Special Order 
8’’ Solid 20, 100, 350, 800 

8’’ Perforated 20, 100, 350, 800 

8’’ Perforated with filter 20, 100, 350, 800 
8’’ Flexible Doublewall – Non Perf 825’ 

8’’  Flexible Doublewall – Perf 825’ 

8’’ Flexible Doublewall – with Stock 825’ 

8’’ Flexible Doublewall -Fine Cut 825’ 
10’’ Solid 20, 100, 600 

10’’ Perforated 20, 100, 600 

10’’ Perforated with filter 20, 100, 600 

12’’ Solid 20, 100, 330 

12’’ Perforated 20, 100, 330 

12’’ Perforated with filter 20, 100, 330 

12’’ Flexible Doublewall – Non Perf 320 ft 
12’’  Flexible Doublewall – Perf 320 ft 

12’’ Flexible Doublewall – with Stock 320 ft 

12’’ Flexible Doublewall -Fine Cut 320 ft 
15’’ Solid 150 ft 

15’’ Fine Cut 150 ft 

15’’ Flexible Doublewall – Non Perf 190 ft 

15’’ Flexible Doublewall – Perf 190 ft 

15’’ Flexible Doublewall – with Stock 190 ft 

15’’ Flexible Doublewall -Fine Cut 190 ft 


